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GENERAL 
§ 4 3 . 1 Scope. This part governs the 

operation of civil aircraft in the United 
States. 

AIRCRAFT REQUIREMENTS 

5 43.10 Aircraft requirements, (ai 
No aircraft, except foreign aircraft au
thorized by the Administrator to be 
flown in the United States, shall be op
erated unless an appropriate and valid 
airworthiness certificate or special flight 
authorization and a registration certifi
cate issued to the owner of the aircraft 
are carried In the a ircraft and the air
craft is Identified in accordance with the 
requirements of Part" 1 ot this sub
chapter. 

(b) No aircraft, except foreign aircraft 
authorized by the Administrator to be 
flown in the United States, shall be 
operated unless there are available in the 
aircraft appropriate aircraft operating 
limitations set forth in a form and m a n 
ner prescribed by the Administrator, or 
a current flight manual approved by the 
Administrator. A n aircraft shall be 
operated only in accordance with its 
prescribed operating" limitations. 

MAINTENANCE 

- § 43.20 General. A n aircraft shall 
not be flown unless it is In airworthy 
condition. Mechanical work must be 
performed In accordance with Part 18 of 
this subchapter. 

§ 43.21 Flight tests. W h e n an air
craft has undergone any repair or alter
ation which may have appreciably 
changed its flight characteristics or sub
stantially affected its operation in flight, 
such aircraft, prior to carrying passen
gers, shall be test flown by at least a 

.private pilot appropriately rated for the 
aircraft, and a notation to that effect 
shall be entered by such pilot in the 
aircraft log. 

5 43.22 Inspections—(a) Annual in-
spection. An aircraft shall not be flown, 
except for airworthiness flight tests, un
less within the preceding 12 calendar 
months it has been given an annua! 
inspection as prescribed by the Adminis 
trator and has been found to be air
worthy by a person designated by the 
Administrator. 

(b) Periodic inspection. An aircraft 
shall not be flown for hire, unless within 
the preceding 100 hours of flight t ime it 

has been given a periodic inspection by 
an appropriately rated mechanic in ac
cordance with the periodic inspection re
port form prescribed by the Administra
tor, has been found to be airworthy, a n d 
a notation to that effect has been e n 
tered by such mechanic in the aircraft 
log. T h e annua) inspection required by 
paragraph (a) of this section will be ac
cepted as one such periodic inspection. 

(c) Air carrier exemption. Air carrier 
aircraft are exempted from paragraphs 
(a) and ib) of this section when such 
aircraft are maintained and inspected In 
accordance with a continuous mainte
nance and inspection system as provided 
for by Part 41, 42, or 61 of this sub
chapter. 

i 43,23 Aircraft and engine records. 
T h e registered owner of a certificated 
aircraft shall be responsible for main
taining and keeping available for inspec
tion b y an authorized representative bt 
the Administrator or the Board and for 
transfer with the aircraft or engine the 

. following records: 
(a) Aircraft and engine records which 

shall contain a current, accurate, and 
permanent record Including the flight 
time of the aircraft and each engine, 
reports of inspections, minor repairs, and 
minor alterations ot the aircraft struc
ture, engines, and propellers. A m e 
chanical device which records the total 
time of operation or the total number of 
engine revolutions may be used in lieu of 
individual flight entries: Provided. T h a t 
the totals of flight time are recorded in 
the aircraft and engine records at peri
odic intervals to enable compliance with 
the required inspections and mainte 
nance procedures. 

<b) A record of major repairs and 
alterations shall be maintained as re
quired by Part 18 of this subchapter. A 
reference to such major repairs and 
alterations shall be entered in the ap
propriate place in the aircraft records. 

5 43.24 Rebuilt engine logs. A new, 
record without previous operating his
tory m a y be used for an aircraft engine 
rebuilt by the manufacturer or any 
agency approved by the manufacturer 
for such work, provided such new record 
contains a signed statement by such 
manufacturer or agency giving the date 
the engine was rebuilt and such other 
information as the Administrator may 
require. 

AIRCRAFT INSTRUMENTS AND EQUIPMENT 

S 43.30 instrument* and equipment 
for NC powered aircraft or powered air
craft with standard airworthiness cer
tificates. T h e following instruments 
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and equipment, or instruments and 
equipment which the Administrator has 
found to be the equivalent, are requtred 
for the particular cateeory of operatic:; 
specified: 'a' Contact flight -ule* -c'ejf'. 1-' 
Air-speed ir.c.catnr. 

• 2- Altimeter. 
> 3 - Magnetic ciirc-cuor. tr.d.titor 
1 4 • Tachometer tor each engine 
1 5 Gil pressure gaur,e for each engine 

jsiru' pressure system. 
•G' Temperature eaase for each 

•jiQ-cooied ename. 
• 7 • Oi: temperature gauge for .ach 

air-cooled engine. 
S i Manifold pressure gauge, or equiv

alent, fcr each altitude engine. 
•'9 Fuel pace indicatas the quantity 

cf fuel in each. tank. -10/ Position ir.&caio:. if zixcriii: ha* 
retractable landing gear. 

1 1 : Approved flotation gear readily 
available for each occupant and a Very 
pistol or equivalent signal device, if the 
aircraft is operated for hire over water beyond plicJir.c distance from shore with
out the aid of power. 1121 Safety bells jot all occupants. 
Safety bells shall be of an approved 
type. In no case shall the rated strength 
of a safety belt be less m a n that cor
responding with the ultimate ioad fac
tors specified in the pertinent currently 
effective aircraft airworthiness parts of 
the regulations in this subchapter taking 
due account of the dimensional char
acteristics of the safety belt installation 
for the specific seat or berth arrange
ment. The webbing of safety belts shall 
be subject to periodic replacement as 
prescribed by the Administrator. 

<bi Contact flight rules 'night', il) Equipment specified ir. paragraph ' a 1 

of this section. 
(2> Set of certificated forward and 

rear position lights. 
(3 ' After May 31. 1956. an approved 

anti-collision light for aircraft having" a 
maximum certificated weight of more 
than 12.500 pounds; except that in the event of failure of such light, the air
craft may continue flight to the next 
stop where repairs or replacements can 
be made without undue d t i a j . 

(4i One electric landing light, if the 
aircraft is operated for hire. 

15j Certificated landing flares as fol
lows, if the aircraft- is operated for hire 
beyond a 3-mile radius from the center 
of the airport of take-off: 
Maximum authorized weight of alrcra't: 

3,500 pounds ô - less: five class 3 or three 
class 2 flaxes. 

3,300 pctuud* U- 5.000 pcur.di /car clute 2 
Above 5,000 pounds. two class 1 or three 

class 2 ana one class 1 flares. 

If desired, flare equipment specified for 
heavier a::craf'. rna\ be u^ed 

>6> An adequate source of electrical 
energy for such electrical and radio 
equipment as is installed. 

' 7 ' One spare set of fuses or 3 spare 
fuses of each magnitude. 

(c- Instrument flight ruiei. <1> 
Equipment specified for contact flight 
rules in paragraph • » of this section 
and for night flight, equipment specified 
in paragraph (bi of this section. 

i2' Two-way radio communications 
system and navigational equipment ap
propriate to th? ground facilities to be 
used. 

1 3 • Gyroscopic rate-of-tui n indicator. 
>i • Bank indicator 

5 Sensitive altimeter adjustable for 
change in barometric pressure 

C • Clock with a sweep second hand 
7 Generator of adequate capacity 

; 43.31 Await electronic navigation 
cqutpwit accuracy. Except for aircraft 

which the omnidirectional radio 
range V O R equipment is maintained, 
checked and inspected in accordance 
with a procedure approved • by the Ad
ministrator, no person shall operate an 
aircraft under instrument flight rules 
using the V O R system of radio naviga
tion unless the aircraft V O R equipment 
has been operationally checked, both 
within the preceding ten hours of air
craft flight time and within the preced
ing ten days, and found to be within 
the limits of the indicated bearing error 
specified in this section for the particu
lar check. The checks shall be conduct
ed in accordance with either paragraph 

a 1 or <b' of this section as follows: 
> a 1 - I If a CAA operated or approved 

test s ignal : is available at the airport 
of intended departure, a check of the 
V O R equipment shall be accomplished 
using this test signal. The maximum 
permissible indicated bearing error is 
plus or minus i'. 

(2' If a C A A operated or approved 
test signal is not available at the air
port of intended departure, a check shall 
be accomplished using a point on an air
port surface designated = by the Admin
istrator as a V O R system check point 
The maximum permissible indicated 
bearing error is plus or minus 4:.' 

'3> If neither a CAA operated or ap
proved test signal nor a designated check 
point on the airport surface is available, 
a check shall be accomplished using an 
airborne check point designated = as such 
by the Administrator. The maximum 
permissible indicated bearing error is 
plus or minus 6 C . 

( 4 1 In the event none of the checks 
prescribed in subparagraphs (1*. t.2 •. 
and <3> of this paragraph can be ac
complished, because of the unavailability 
of a check signal or point, the following 
airborne procedure shall be accom
plished. 

(it Select the V O R radial which lies 
along the center line of an established 
V O R airway, 

(ii.i Choose a prominent ground point 
along the selected radial preferably 
more than 20 miles from the V O R ground 
facility and maneuver the aircraft di-

L An approved continuous maintenance 
and Inspection program specified in Opera
tions Specifications Issued by or approved by 
the Administrator or any equivalent main
tenance and inspection system specifically 
approved by the Administrator. 

: CAA operated or approved test signals, 
and ground check points on an airport sur
face and airborne check points designated 
by the Administrator, will be shown in the 
Airman's Guide 

•' In making this check, caution should be 
exercised to head the aircraft in a direction 
to prevent the aircraft structure from In
terfering with the ground signal. 

reedy over the point at a reasonably low. 
altitude, and 

'iip Note the V O R bearing indicated 
by the receiver when r>ver the point 
The maximum permissible difference be
tween '.he published radial and the indi
cated bea.-mr is plus or minus 6 \ 

b> If dual systems • aeftned as V O R 
unit" independent of 1 ach other wi'h the 
exception of the antenna are installed 
in iht atrciiift. K.t i>stem may be 
checked against the other in the follow
ing manner In lieu oj the check proce
dure* specified aoovt . Both it stems .-.hill 
be tuned to the same V O R ground fa
cility and the indicated bearings to thai 
station noted. The max imum permis
sible variation between the two indicated 
bearings is 4 : 

'C The person making the VOR op
erational check as specified in para
graph- 'a ' or <b> of this section shall 
make an entry of such, check in the a n -
craft log or other permanent record 
showing the date. p.ace. bearing error, 
and his signature. 

PILOTING RULES (GENERAL I 
! 43.40 Pilot certificate. No person 

shall pilot a civil aircraft within the 
United States unless he has in his per
sona! possession at all times while pilot-
mg aircraft a valid pilot certificate with 
appropriate ratings issued by the A d m i n 
istrator, or an appropriate and valid for
eign pilot certificate and ratings. Such 
certificate shall be presented for ex
amination to any inspector of the A d 
ministration or State or local law 
enforcement officer upon the request of 
such inspector or enforcement officer 

J 43.41 Medical certificate and re
newal. No person shall pilot an aircraft 
under authority of a pilot certificate 
issued by the Administrator, unless he 
has ir. his personal possession at all times 
while piloting aircraft a medical certifi
cate or other evidence satisfactory to the 
Administrator showing that he has met 
the physical requirements appropriate 
to his rating within the following time 
limits: 

(at Student or private pilot. 24 cal
endar months. 
i'b' Commercial pilot. 12 calendar 

months, or 24 calendar months for op
erations requiring only p. private pilot 
rating. 

(c- Airline transport pilot. Six cal
endar months, or 12 calendar months for 
operations requiring only a commercial 
pilot rating, or 24 calendar months for 
operations requiring only a private pilot 
rating. 
S 43.42 Operation during physical de

ficiency. A person shall not pilot any 
aircraft during a period of any known 
physical deficiency or increase in physi
cal deficiency which would render him 
unable to meet the physical requirements 
prescribed for the issuance of his cur
rently effective medical certificate. 
5 43.43 Pilot logbooks. A record of 

the flight time used to substantiate re
cent experience or qualification for cer
tificates or ratings shall be kept in a 
bound logbook. The logging of other 
flight time is not required. Such record 
shall show; 
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•B 1 Date of flipht duration of flrsht. tine tne oomts oetwi>en which surh fiichr 

made. 
• r ' Cate<-c:rv and v:\y::. of the '„.rcv:.'' 

flown, the airplane ela«$ and er.;:r.e 

. c Aircraft identification mark. 
id' Dual in^truct'or: enticrsr-d iiv a 

rated ir.rfrurtcr. «.->!- ;::lr.t in Cjnm,i::r; 
instrument, and night f.yir.a lime 
: 41i.44 L-.i;-:mr; it flmhz tir>\e—-;. 

Stud'"'.!. A student pilot rr.av Ion a-; so:-.-
only that t:rne dunnc whit?-, hi- :.- :h* wit occupant ol the an-cruii sr. aî h". 

c Private ar.d commercial— 1 • 
Pi.'.i.' coiiirncul. A ^;:viie c: c sm-
mercit: pilot may lo? fhcht time as pile:, 
in command that fi:..ht lime u... .-
which he is the sole mai.ipulato: of the 
control*; cf an aircraf* for which he 
rated or that flight time during which 
he i! the sole occupant of the aircraft 
A flight instructor may log flipht time as 
pilot in command that Sigh; time dur
ing which he is. serving as a fiisht in
structor. All h.ghi time so iogpec may 
be credited toward the total fiis-ht time 
required for a higher pilot rattns 

' 2 ' Copilot. A private or commercial 
pilot may log as copilot time that flight 
time during which he is performing the 
duties of a copilot. Such pilot shall be 
entitled to credit not more than 50 per
cent of such flight time toward the total 
flight time required for a higher grade 
of pilot rating, but in no event shall a 
private pilot be entitled to credit more 
than 50 hours of such flight time. 

(ci Instrument time. Instrument 
flight time may be logged as such by the 
pilot actually manipulating the controls 
only when the aircraft Is flown solely by 
reference to instruments either under 
actual or simulated instrument flight 
conditions. 

5 43 45 Use of liquor, narcotics, and 
drug*. No person shall pilot an aircraft 
or serve as a member of the crew while 
under the Influence of intoxicating liquor 
or use any drug which affects his facul
ties in any manner contrary to safety. A 
pilot shall not permit any person to be 
carried in the aircraft who is obviously 
under the influence of intoxicating liquor 
or drugs, except a medical patient under 
proper care or in case of emergency. 

§ 43.46 Towing bii aircraft. No pilot 
shall tow anything by aircraft unless 
authority for such operation has been 
issued by the Administrator. 

; 43.47 Dropping objects or persons. 
(a) No person piloting an aircraft shall 
permit any object to be dropped from 
such aircraft in flight which creates a 
hazard to persons or property. 

NOTE- This rule prohibits neither aerial 
application operations, such as seeding, 
spraying or dusting, nor the dropping of 
newspapers, periodicals, circulars, or objects 
of any other kind, provided reasonable pre
cautions are taken to avoid Injury or damage 
to persons or property. 

<b> No person piloting an aircraft 
shall permit a parachute jump to be 
made from such aircraft over congested 
areas of cities, towns, or settlements, or 
an open air assembly of persons except 
in an emergency or except under the 

terms cf air authorization issued ov ihi. 

> 43 48 Atretic f.i;h:. No Pilot 
shall inicinioimiiy fly an aireran in 
aerooatic fhsht carrying passengers 
ur.k-.:.i ail occupants are equipped with 
apt-raved parachutes > 4O.4;J f-'ur^c^uNo piio; ^nai; 
carry on ari aircraft a parachute which 

•a I; is an approved chair-type 'can
opy in back parachute which ha:- hecr. 
packed bv a c:ui/!if>d pa-aerr-."--- rigar:-
within the preceding 120 days, or 

1 b • it is an approved-type, other than 
a chair-type • canopy in back > parachute 
which has been packed bv a q u a l i f W 
parachute riage;- within the preceding 60 
days. 

I 43.50 Transportation of explosive* 
and other dangerous articles No person 
Piloting an aircraft shall permit explo
sives cr other dangerous articles such as 
inflammable liquids or solids, oxidizing 
material, corrosive liquid, inflammable 
or noninflammable compressed gas, poi
son f a s cr liquid, poisonous liquid cr 
solid, or tear gas to be carried in aircraft, 
except as provided for in Part 49 of this 
subchapter. Small arms ammunition 
for persona! use, necessary aircraft sig
naling devices, and equipment necessary 
to safe operation of the aircraft are per
mitted. 

§ 43.51 Fuel supply. Aircraft oper
ated under 1PR conditions shall carry-
sufficient fuel, considering weather re
ports and forecasts of wind and other 
weather conditions, to complete the 
flight to the point of first intended land
ing, to fly from there to the alternate 
airport, and to fly thereafter for 45 
minutes at normal cruising speed. 

STUDENT PILOT LIMITATIONS 
5 43.52 General limitations. No stu

dent pilot shall pilot an aircraft carrying 
a passenger, or on an international flight, 
or for compensation or hire, or in fur
therance of a business. 

§ 43.53 Requirements for first solo. 
A student pilot shall not operate an 
aircraft in solo flight until: 

(a) He has passed a written examina
tion on the pertinent provisions of this 
part. Part 62, and those of Part 60 of 
this subchapter relating to visual flight 
rules. 

<b> He has been found competent by a 
flight instructor to make such flight and 
authority therefor has been endorsed by 
such instructor on the student pilot cer
tificate, and 

(c) He has been given instruction in 
the prevention of and recovery from 
power-on and power-off stalls entered 
from all normally anticipated flight at
titudes. 

§ 43.54 Flight area limitations. A 
student pilot shall not pilot an aircraft 
outside a local flying area designated by 
his flight instructor until: 

(a) He has had a total of 15 hours 
of flight time, or, if enrolled in and re
ceiving flying instruction from an ap
proved air agency, he is deemed com
petent by such agency, and 

•b- He ha- received at least 3 hours 
a' dual araas-caunir;. instruct.an from 
a Mishit instructor, and his student pilot 
certificate has been appropriately en
dorsed by such instructor. 

; 43.55 Aircraft limitations. A stu
dent .ihall nut pilot an aircraft other 11:̂.1. th.-.i of tr.tr Latet-'oiy, ciasx and lypr 
which has been endorsed on his student 
piji-.t ft}-• if-,ea*f t?v a fh:-ht. instructor 

; 43.56 Recent experience. A stu
dent who ha:- not panted a powered air
craft within 90 days shall not pilot such 
aircraft in solo flight until he has passed 
a flight check given by a fhe'nt instructor 
and that fact has beer, endorsed by such 
instructor in the student pilot lorbock 

PRIVATE AND COMMERCIAL PILOT PRIVILEGES 
AND L I M I T A T I O N S 

5 43.60 Private pilot. A private pilot 
shall not pilot aircraft for compensation 
or hire; except that he may pilot air
craft in connection with any business or 
employment if the fiirhf is merely inci
dental thereto and does not involve the 
carriage of persons or property for com
pensation or hire, and an aircraft sales
man holding a private pilot rating may 
demonstrate aircraft in flight to a pro
spective purchaser if he has at least 200 
hours of flight time credited in accord
ance with the provisions of this part. 

§43.61 Commercial pilot. A commer
cial pilot may pilot aircraft for hire. A 
commercial glider pilot may give flight 
instruction in gliders. 

5 43.62 Airline transport pilot. An 
airline transport pilot may exercise the 
privileges of a commercial pilot with an 
instrument rating. 

§43.63 Rating requirements. A pri
vate OT commeYci?.l pilot shall not sorve 
as pilot in command of an aircraft car
rying passengers or operated for remu
neration other than in aircraft of the 
category and class for which he is rated. 
After May 1, 1953. a private or commer
cial pilot shall not serve as pilot in com
mand of aircraft exceeding 12.500 pounds 
maximum certificated weight when car
rying passengers or operated for remu
neration unless, m addition to proper 
category and class ratings, he also holds 
an appropriate type rating. Upon appli
cation to the Administrator prior to 
May 1, 1953. by the holder of a valid pri
vate or commercial pilot certificate, type 
ratings for each aircraft exceeding 12.500 
pounds maximum certificated weight will be issued to such holder, without 
further showing of competency, upon 
presentation of reliable evidence that 
the certificate holder either has passed 
an official rating test, as prescribed by 
the Administrator, in that type aircraft: 
or has served as pilot in command and 
sole manipulator of the controls for at 
least 10 hours since May 1. 1949, and 
such aircraft was within his category 
and class ratings. A private or commer
cial pilot may serve as pilot in command 
of aircraft for which he is not rated when 
it is being flown without passengers and 
is not being operated for remuneration, 
unless other limitations placed or. his 
certificate prohibit him from doing so. 

http://tr.tr
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Note Nothing contained in Hue section iiiah oe colliir\lL'C. i-i Jfliev.rig li'it restrictions V.tr. respect t~ private pilots operating aircraft lor hire 
< 4 3 6 4 Flight instruction limitations. 

This section governs flight instructions: 
•a 1 Aircraft. A i r c r a f t shall be 

equipped with, fully functioruna dual 
ccntrcls. 

• &• Fli'hi :tmc. A f.ight instructor 
shall no: give mere than S hours of dual flight instruction in any one day and not 
mere than 36 hours of dual flight in
struction in any 7-day period 

•C' Endorseineni cf student pilot cer
tificates. A flight instructor shall en
dorse the certificate of any student 
pilot for solo flight or flight in different 
categories, classes, and types of aircraft 
only jf he has determined that the stu
dent is competent to exercise such privi
leges with safety, and for cross-country 
flight only if he has additionally deter
mined that the student has an elemen
tary knowledge of aeronautical charts, 
meteorological data, and the use of a 
magnetic compass. 

(d Aircraft category limitations. A 
flight instructor shall not give flight in
struction in a category of aircraft in 
which he has not demonstrated to an 
authorized representative of the Admin
istrator his proficiency as a flight in
structor. 

§ 43,65 Instrument flight limitations. 
A pilot shall not pilot aircraft under 
instrument flight rules, unless he holds a 
valid instrument rating issued by the 
Administrator. 

§ 43.66 Instrument flight instruction. 
Instrument flight instruction may be 
given only by a person holding an eSec-
tive instrument rating. A flight instruc
tor rating is not required. 

5 43.67 Simulated instrument flight. 
Aircraft shall net be flown under simu
lated instrument flight conditions un
less: 

i s 1 Fully functioning dual controls 
are installed in the aircraft. 

(b'' An appropriately rated pilot oc
cupies the other control seat as safety 
pilot, and 

<c) Such safety pilot at all times has 
adequate vision forward and to either 
side of the aircraft, or a competent ob
server occupies a position in the aircraft 

so that his field of vision adequately sup
plements that of the safety pilot. 

j 43.68 Recent flight experience. This 
section governs recent flight experience: 

<a> General No person shall pilot 
an aircraft carrying passengers unless 
within the preceding 90 days he has made 
at ieasc 5 take-offs and landings to a 
full stop in aircraft of the same category, 
class, and type of aircraft to be flown 
Jfo person shall pilot a glider carrying 
passengers in aero-tow flight unless 
within the preceding 12 months he has 
made at least 6 aero-tow flights aggre
gating 1 hour during which the fore
going take-off and landing requirements 
are met. 

<b> Night flight. No person shall 
pilot an aircraft carrying passengers 
during the period from one hour after 
sunset to one hour before sunrise, unless 
he has made at least 5 take-offs and 
landings to a full stop during such period 
within the preceding 90 days. 

ici Instruction flight. A flight in
structor shall not exercise the privi
leges of the instructor rating unless 
within the preceding 12 calendar months 
he has either: 

(1) Given at least 10 hours of flight 
instruction while appropriately rated, or 

(2) Demonstrated his continued pro
ficiency to the Administrator. 

<d) Instrument flight. A pilot shall 
not pilot an aircraft under instrument 
flight rules unless he has had at least 
6 hours of instrument flight under actual 
or simulated flight conditions during the 
preceding six calendar months or until 
he has had 6 hours of such flight time 
under: 

<I> Actual instrument conditions, ac
companied by a pilot of at least private 
rating holding an appropriate aircraft 
and instrument rating, or 

(2) Simulated instrument conditions 
in an aircraft accompanied by a pilot of 
at least private rating holding an appro
priate aircraft rating, or 

(3) Simulated instrument conditions 
in equipment approved by the Adminis
trator, except that at least 3 hours must 
have been had in accordance with sub
paragraphs Hi or (2) of this paragraph. 

DEFINITIONS 

S 43.70 Definitions. As used in this 
part terms shall be defined as follows: 

Category. Category shall indicate a 
classification of aircraft such as air
plane, helicopter, glider, etc. 

Class. Class shall indicate a dif
ference in basic design of aircraft within 
a category, such as single-engine land, 
multiengine sea. etc. 

Copilot. Copilot shall mean a pilot 
serving in any piloting capacity other 
than as pilot in command on aircraft re
quiring two pilots for normal operations, 
but excluding a pilot who is on board the 
aircraft for the sole purpose of receiving 
dual instruction. 

Dual instruction time. Dual instruc
tion time shall mean that portion 
of the flight time during which a person 
is receiving flight instruction from a 
rated flight instructor on board the air
craft. 

Flight instructor. Flight instructor 
means a pilot who is qualified to in
struct other pilots and who has received 
a flight instructor rating. 

Flight time. Flight time shall mean 
the total time from the moment the 
aircraft first moves under its own power 
for the purpose of flight until the 
moment it comes to rest at the end of 
the flight." 

Passenger. A passenger is an occu
pant of the aircraft in flight other than 
a crew member. 

Pilot. A pilot is a person holding a 
valid pilot certificate issued by the A d 
ministrator. 

Pilot in command. Pilot in command 
shall mean the pilot responsible for the 
operation and safety of the aircraft dur
ing the time defined as flight time. 

Solo flight time. Solo flight time shall 
mean the flight time during which a pilot 
is the sole occupant of an aircraft. 

To pilot. To pilot means to be in com
mand of the aircraft during take-off, in 
flight, or landing. 

Type, Type shall mean all aircraft 
of the same basic design including all 
modifications thereto except those modi
fications which result in a change in 
handling or flight characteristics. 

* For example, a pilot taxies to the warm-
up apron and holds there for several min
utes before taking off to permit the engine 
to warm up. Such taxi and warm-up time 
is not considered Bight time. Plight time 
begins when the aircraft leaves the warm-
up apron and ends when the pilot returns 
to parking apron and turns the switches off 

NOTICE 
Inform the Publications Section, Civil Aeronautics Board, Washington 

25, D. C, that vou have purchased this Part of the Civil Air Regulations and 
that agency will supply you with copies of amendments which have been is
sued since this printing. Be sure to indicate whether you wish to receive copies, 
of amendments which may he issued in the future. 
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